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in copper or aluminum with  technology.

SAFETY & BEAUTY

While keeping its stunning copper options, 
TEKA Illumination now offers Low-Level Path and Area 

Pillar Mounts and Bollards in copper-free Aluminum 

with BKSSL® technology. With small, large and 

various aesthetic options, we've got a size and style 

for every function. Plus: configure many with hi/low 

switching, battery backup and/or surge protection.
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Beacon 

Bollard 

(BSB)



LARGE BEACON PILLAR
Large Beacon Pillar (LBL) shown in Aluminum 

with Weathered Copper (WCP) Finish and 27" Shade (SD27). 

Includes 34W BKSSL® Power of 'X' Technology.

LARGE TOWER PILLAR
Large Tower Pillar (LTL) 

shown in Aluminum with 

Weathered Copper (WCP) Finish and 

Mesh Screen (MSH). Includes 34W BKSSL® 

Power of 'X' Technology.

BEACON BOLLARD
Beacon Bollard (BSB) 

shown in Aluminum with Black Chrome (BCM) Finish, 

Cone Cap (CC1) and 10" Disk (SD10). 

Available with 12W or 23W BKSSL®  

Power of ‘X’ technology.
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CITADEL BOLLARD
Citadel Bollard (CTB)  

shown in Copper with Green Patina (GP) Finish, 

Flat Cap (CF1) and House Side Shield (HS). 

Includes 10W BKSSL® Power of ‘X’ technology.

APOLLO BOLLARD
Apollo Bollard (ABP) 

shown in Copper with Nickel Plate (NIC) Finish, 

Dome Cap (CD1) and Mesh Screen (MSH). 

Available with 10W or 16W BKSSL® 

Power of 'X' technology.

TOWER BOLLARD
Tower Bollard (TWB) 

shown in Aluminum with Black Wrinkle (BLW) Finish and 

Receptacle w/USB (RE2). Available with 12W or 23W 

BKSSL® Power of ‘X’ technology.

SD12

BSB

SD10

BSB

SD15

BSB

RE1

TWB

CC1

CTB

CF1

CTB

CD1

CTB

CC1

APB

CD1

APB

CF1

APB

CC1

APL

Power of  ‘X’
(BKSSL®)

Power of  ‘X’
(BKSSL®)

Power of  ‘X’
(BKSSL®)

Power of  ‘X’
(BKSSL®)

Power of  ‘X’
(BKSSL®)

APOLLO PILLAR
Apollo Pillar (APL)  

shown in Aluminum with Black Chrome (BCM) Finish, 

Cone Cap (CC1) and Mesh Screen (MSH). 

Includes 10W BKSSL® Power of ‘L’ technology.
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