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Luminaire Description: White metal circular housing with glass prismatic lens

Lamp: Three (3) White LEDs with optic below each
Mounting: Surface
Ballast/Driver: TRE20

Luminaire

Luminaire Characteristics

Luminous Diameter: 2.25in.
Summary of Results Test Conditions

Total Luminaire Output: 486.7 Lumens Test Temperature:

Luminaire Efficacy: 60.3 Im/w Voltage:

Maximum Candela: 2585 Candela Current:
Power:
Power Factor:
Frequency:
Current THD:

Laboratory results may not be representative of field performance
Ballast factors have not been applied
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24.9 °C
120.1 VAC
0.1093 A
8.066 W
0.615
60 Hz
127 %



Distribution - Goniophotometer

Distribution Test Conditions
Temperature Voltag_]e Current Power |Power Factor| Frequency | Current THD
24,9 °C 120.1 VAC | 0.1093 A 8.066 W 0.615 60 Hz 127 %

Summary of Results

Total Lumen Output: 486.7 Lumens Maximum Candela: 2584.6 Candela
Luminaire Efficacy: 60.3 Lumens/Watt Maximum Angle: OH oV
Field Lumens: 390.1 Lumens Field Angle : 426 H X 426V
Beam Lumens: 196.9 Lumens Beam Angle : 21.0H X 210V
Spill Light Lumens: 96.6 Lumens IESNA Type: 3H X 3V

Maximum Candlepower Plot
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Vertical Angle (Degrees)

Candela Tabulation

Lateral Angle (Degrees

—

0 1 3 5 7 9 11 13 15 17 19.5
85.0 0 0 0 0 0 0 0 0 0 0 0
75.0 1 1 1 1 1 1 1 1 1 1 1
65.0 3 3 3 3 3 3 3 3 2 2 2
55.0 6 6 6 6 6 6 6 6 6 5 5
47.5 11 11 11 10 10 10 10 10 9 9 9
42.5 15 15 15 15 15 14 14 13 13 12 12
37.5 24 24 24 23 23 22 21 20 19 18 16
33.0 41 41 41 40 38 36 34 31 29 26 24
29.0 73 72 71 69 65 60 55 50 45 40 34
25.5 126 125 122 116 109 100 90 79 69 60 49
22.5 205 205 199 188 174 156 138 119 102 85 68
19.5 339 337 326 305 279 247 213 180 150 123 94
17.0 508 506 489 455 410 357 303 251 205 164 123
15.0 694 691 665 615 550 475 398 324 259 205 150
13.0 929 925 888 816 723 618 511 412 324 251 180
11.0 1214 | 1208 | 1156 | 1057 928 785 644 511 398 303 213
9.0 1539 | 1530 | 1458 | 1327 1157 970 785 618 475 357 247
7.0 1876 | 1864 | 1773 | 1607 1391 | 1157 928 723 550 410 279
5.0 2190 | 2175 | 2065 | 1865 1607 | 1327 | 1057 816 615 455 305
3.0 2433 | 2415 | 2291 | 2065 1773 | 1458 | 1156 888 665 489 326
1.0 2568 | 2546 | 2415 | 2175 1864 | 1530 | 1208 925 691 506 337
0.0 2585 | 2568 | 2433 | 2190 1876 | 1539 | 1214 929 694 508 339
-1.0 2568 | 2546 | 2415 | 2175 1864 | 1530 | 1208 925 691 506 337
-3.0 2433 | 2415 | 2291 | 2065 1773 | 1458 | 1156 888 665 489 326
-5.0 2190 | 2175 | 2065 | 1865 1607 | 1327 | 1057 816 615 455 305
-7.0 1876 | 1864 | 1773 | 1607 1391 | 1157 928 723 550 410 279
-9.0 1539 | 1530 | 1458 | 1327 1157 970 785 618 475 357 247
-11.0 1214 | 1208 | 1156 | 1057 928 785 644 511 398 303 213
-13.0 929 925 888 816 723 618 511 412 324 251 180
-15.0 694 691 665 615 550 475 398 324 259 205 150
-17.0 508 506 489 455 410 357 303 251 205 164 123
-19.5 339 337 326 305 279 247 213 180 150 123 94
-22.5 205 205 199 188 174 156 138 119 102 85 68
-25.5 126 125 122 116 109 100 90 79 69 60 49
-29.0 73 72 71 69 65 60 55 50 45 40 34
-33.0 41 41 41 40 38 36 34 31 29 26 24
-37.5 24 24 24 23 23 22 21 20 19 18 16
42.5 15 15 15 15 15 14 14 13 13 12 12
-47.5 11 11 11 10 10 10 10 10 9 9 9
-55.0 6 6 6 6 6 6 6 6 6 5 5
-65.0 3 3 3 3 3 3 3 3 2 2 2
-75.0 1 1 1 1 1 1 1 1 1 1 1
-85.0 0 0 0 0 0 0 0 0 0 0 0
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Candela Tabulation

Lateral Angle (Degrees)
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Vertical Angle (degrees)

Isocandela Diagram (Percent of Maximum Intensity)
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Horizontal Angle (degrees)
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