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1.75 in.

°C

VAC

A

W

Hz
%

Test Temperature:

8.269

Power Factor:

120.0

0.1120

Ballast/Driver: TRE20

Luminous Diameter:

24.5

60

0.615

Current THD:

Power:

Current:
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Laboratory results may not be representative of field performance 

Ballast factors have not been applied

 Maximum Candela:  4774 Candela 

454.3 Lumens

 Luminaire Efficacy:  54.9 lm/w 

 Total Luminaire Output:

Luminaire

    Luminaire Characteristics

Frequency:

127

Test ConditionsSummary of Results

Voltage:

Mounting: Pole/Arm

Luminaire Description: Formed white metal housing with patterned lens
Lamp: Three (3) white LEDs with optics



Lumens

0 H 0 V

Lumens 29.8 H      X 29.8 V

Lumens 15.3 H      X 15.3 V

Lumens 3 H      X 3 V

Summary of Results

Maximum Candlepower Plot

Candela

120.0 VAC 60 Hz 127 %

88.5

Beam Angle :Beam Lumens:

Maximum Candela:

Field Angle :

Spill Light Lumens:

Total Lumen Output:

IESNA Type:

Luminaire Efficacy:

Field Lumens:

454.3

Lumens/Watt

4773.9

Maximum Angle:

365.8

184.1
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54.9

Distribution Test Conditions
Temperature Voltage Current Power Power Factor Frequency Current THD

0.1120 A 8.269 W 0.615

Distribution - Goniophotometer

24.5 °C
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Vertical
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0 1 3 5 7 9 11 13 15 17 19.5

85.0 1 1 1 1 1 1 1 1 1 1 1

75.0 1 1 1 1 1 1 1 1 1 1 1

65.0 2 2 2 2 2 2 2 2 2 2 2

55.0 3 3 3 3 3 3 3 3 3 3 3

47.5 5 5 5 5 4 4 4 4 4 4 4

42.5 6 6 6 6 6 6 6 5 5 5 5

37.5 9 9 9 9 8 8 8 8 7 7 6

33.0 14 14 14 13 13 12 12 11 10 9 9

29.0 23 23 23 22 21 19 18 16 15 13 12

25.5 42 42 40 38 35 32 29 25 22 19 16

22.5 77 77 74 68 62 54 47 39 33 27 22

19.5 151 150 143 130 115 98 81 65 52 41 30

17.0 277 275 261 234 199 163 129 100 77 58 41

15.0 462 458 432 379 316 250 191 142 104 77 52

13.0 761 754 705 609 497 382 280 201 142 100 65

11.0 1215 1204 1116 952 758 571 409 280 191 129 81

9.0 1848 1830 1684 1425 1119 822 571 382 250 163 98

7.0 2635 2606 2385 2001 1547 1119 758 497 316 199 115

5.0 3482 3440 3132 2608 2001 1425 952 609 379 234 130

3.0 4242 4184 3788 3132 2385 1684 1116 705 432 261 143

1.0 4711 4635 4184 3440 2606 1830 1204 754 458 275 150

0.0 4774 4711 4242 3482 2635 1848 1215 761 462 277 151

-1.0 4711 4635 4184 3440 2606 1830 1204 754 458 275 150

-3.0 4242 4184 3788 3132 2385 1684 1116 705 432 261 143

-5.0 3482 3440 3132 2608 2001 1425 952 609 379 234 130

-7.0 2635 2606 2385 2001 1547 1119 758 497 316 199 115

-9.0 1848 1830 1684 1425 1119 822 571 382 250 163 98

-11.0 1215 1204 1116 952 758 571 409 280 191 129 81

-13.0 761 754 705 609 497 382 280 201 142 100 65

-15.0 462 458 432 379 316 250 191 142 104 77 52

-17.0 277 275 261 234 199 163 129 100 77 58 41

-19.5 151 150 143 130 115 98 81 65 52 41 30

-22.5 77 77 74 68 62 54 47 39 33 27 22

-25.5 42 42 40 38 35 32 29 25 22 19 16

-29.0 23 23 23 22 21 19 18 16 15 13 12

-33.0 14 14 14 13 13 12 12 11 10 9 9

-37.5 9 9 9 9 8 8 8 8 7 7 6

42.5 6 6 6 6 6 6 6 5 5 5 5

-47.5 5 5 5 5 4 4 4 4 4 4 4

-55.0 3 3 3 3 3 3 3 3 3 3 3

-65.0 2 2 2 2 2 2 2 2 2 2 2

-75.0 1 1 1 1 1 1 1 1 1 1 1

-85.0 1 1 1 1 1 1 1 1 1 1 1

Candela Tabulation
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22.5 25.5 29 33 37.5 42.5 47.5 55 65 75 85

85.0 0 0 0 0 0 0 0 0 0 0 0

75.0 1 1 1 1 1 1 1 1 1 0 0

65.0 2 2 2 2 2 2 1 1 1 1 0

55.0 3 3 3 3 2 2 2 2 1 1 0

47.5 4 4 3 3 3 3 2 2 1 1 0

42.5 5 4 4 4 3 3 3 2 2 1 0

37.5 6 5 5 4 4 3 3 2 2 1 0

33.0 8 7 6 5 4 4 3 3 2 1 0

29.0 10 8 7 6 5 4 3 3 2 1 0

25.5 13 11 8 7 5 4 4 3 2 1 0

22.5 17 13 10 8 6 5 4 3 2 1 0

19.5 22 16 12 9 6 5 4 3 2 1 1

17.0 27 19 13 9 7 5 4 3 2 1 1

15.0 33 22 15 10 7 5 4 3 2 1 1

13.0 39 25 16 11 8 5 4 3 2 1 1

11.0 47 29 18 12 8 6 4 3 2 1 1

9.0 54 32 19 12 8 6 4 3 2 1 1

7.0 62 35 21 13 8 6 4 3 2 1 1

5.0 68 38 22 13 9 6 5 3 2 1 1

3.0 74 40 23 14 9 6 5 3 2 1 1

1.0 77 42 23 14 9 6 5 3 2 1 1

0.0 77 42 23 14 9 6 5 3 2 1 1

-1.0 77 42 23 14 9 6 5 3 2 1 1

-3.0 74 40 23 14 9 6 5 3 2 1 1

-5.0 68 38 22 13 9 6 5 3 2 1 1

-7.0 62 35 21 13 8 6 4 3 2 1 1

-9.0 54 32 19 12 8 6 4 3 2 1 1

-11.0 47 29 18 12 8 6 4 3 2 1 1

-13.0 39 25 16 11 8 5 4 3 2 1 1

-15.0 33 22 15 10 7 5 4 3 2 1 1

-17.0 27 19 13 9 7 5 4 3 2 1 1

-19.5 22 16 12 9 6 5 4 3 2 1 1

-22.5 17 13 10 8 6 5 4 3 2 1 0

-25.5 13 11 8 7 5 4 4 3 2 1 0

-29.0 10 8 7 6 5 4 3 3 2 1 0

-33.0 8 7 6 5 4 4 3 3 2 1 0

-37.5 6 5 5 4 4 3 3 2 2 1 0

42.5 5 4 4 4 3 3 3 2 2 1 0

-47.5 4 4 3 3 3 3 2 2 1 1 0

-55.0 3 3 3 3 2 2 2 2 1 1 0

-65.0 2 2 2 2 2 2 1 1 1 1 0

-75.0 1 1 1 1 1 1 1 1 1 0 0

-85.0 0 0 0 0 0 0 0 0 0 0 0
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Candela Tabulation

Lateral Angle (Degrees)
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Insert ISO Illuminance Plot
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Horizontal Angle (degrees) 

Isocandela Diagram (Percent of Maximum Intensity) 

4296 cd (90%) 3819 cd (80%) 3341 cd (70%) 2864 cd (60%) 2386 cd (50%)

1909 cd (40%) 1432 cd (30%) 954 cd (20%) 477 cd (10%)


